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No. UARC/SASL/C001/2013

Applicable Test Procedures from the UCA International Users Group Device Test Procedures version 2.3 with
TPCL version 1.7

Conformance Block Mandatory Conditional

1: Basic Exchange Assl, Ass2, Ass3, AssN2, AssN3, Srv8, SrvNI1f
AssN4, AssN35, Srvl, Srv2, Srv3, Srv4,
Srv5, SrvNlabced, SrvN4

2: Data Set Dsetl, Dset10a, DsetN1ae DsetN1b

Rpl, Rp2, Rp3, Rp4, Rp7, Rp10, Rp12, | RpS, Rp8, Rp9, RpNS5, RpN6
RpN1, RpN2, RpN3, RpN4
Brl, Br2, BI'3, Br4, Br7, Br8, Br9, Bl'12, Brs’ Brl(), Brl 1, BrN6
Brl4, BrN1, BrN2, BrN3, BrN4, BrN5

5: Unbuffered Reporting

6: Buffered Reporting

9a: GOOSE Publish S Cop Gl DRl Oops Gopl, Gop6, Gopl0b, GopN1
Gopl0a

9b: GOOSE Subscribe Gosla, Gos2, Gos3, GosN1, GosN2, Goslb
GosN3, GosN4, GosN5, GosN6

14: File Transfer Ft1, Ft2ab, Ft4, FtN1ab Ft2c, FtN1c

All configuration file and data model tests have been successfully performed for the product variants using the
same hardware version “1.0” and software version “1.0”.
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