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600 VAC Input Module

Product Overview

The 600 VAC Input Module provides 3 voltage channels for the TESLA Power System Recorder.  These voltage modules provide 
inputs to the recorder so that it can be connected directly to a voltage source or a PT/VT secondary circuit.

Output from the module is scaled to connect directly to the TESLA’s analog input terminals. 

401028

The modules are available in metal casing with following mounting options:

•	 DIN mount – DIN #1

•	 Surface mount

•	 Rack mount

Ordering Options
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Specifications

The nominal voltage level is 600 V rms L – L with a full-scale 20% over-range capability of 720 Vrms L – L that can be sustained 
continuously.  Due to impedance matching requirements, module channels cannot be connected to more than one TESLA 
input channel.  Modules can be located up to 1200 meters (4000 feet) from the recorder.  TESLA analog inputs are measured 
differentially.  Analog connections made outside of the panel in which the TESLA is located must use shielded twisted-pair cable.  
Belden 9388, is an example of an acceptable cable that can be used.  The ground cable should be attached only at the recorder 
end.

This module can be configured in a 4-wire or 3-wire direct connection.  This unit can also be configured in a 4-wire or 3-wire VT 
circuit.

Module Rating

Table 1: Module Rating

Mounting Dimensions L x W x H Rating

DIN Mount 151.2 x 137 x 80.8 mm Nominal Vn: 600 Vrms L – L
Full Scale/Continuous: 720 Vrms L – L
Thermal withstand: 720 Vrms L – L continuous, 1000 Vrms  L – L 10 seconds
Burden: 0.05VA @ Vn
Δ Ratio (Full Scale, 1 kΩ load): 720 Vrms L – L: 1.72 Vrms 

WYE Ratio (Full Scale, 1 kΩ load): 415 Vrms L – N: 0.99 Vrms 

Surface Mount 148.2 x 137 x 80.8 mm

Rack Mount 148.2 x 137 x 79.2 mm

Wiring Configurations

The 600 VAC Input Module is designed to be configured in either a WYE or open Delta configuration.  This module can be 
connected directly to the voltage source or to the secondaries of a voltage transformer. See the diagrams below for examples of 
the supported configurations. 

WYE Direct Connection Δ Direct Connection

WYE Voltage Transformer Connection Δ Voltage Transformer Connection
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Figure 2: 600 VAC Input Module, DIN Mount 

(dimensions are in inches)
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S/N:

Model: 401028

TESLA 600V AC Voltage Input Module

Maximum Ratings (Vrms)

Nominal: 600 Vrms
Ratio (Full Scale, 1k load): 720Vrms : 1.72VrmsΩ

Continuous 720

10 seconds 1000
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Figure 3:  600 VAC Input Module, Surface Mount 

(dimensions are in inches)
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Model: 401028

TESLA 600V AC Voltage Input Module

Maximum Ratings (Vrms)

Nominal: 600 Vrms
Ratio (Full Scale, 1k load): 720Vrms : 1.72VrmsΩ

Continuous 720

10 seconds 1000
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Figure 4:  600 VAC Input Module, Rack Mount 

(dimensions are in inches)
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Maximum Ratings (Vrms)

Nominal: 600 Vrms
Ratio (Full Scale, 1k load): 720Vrms : 1.72VrmsΩ

Continuous 720
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The specifications and product information contained in this document are subject to change without notice. 
In case of inconsistencies between documents, the version at www.erlphase.com will be considered correct. (D05596R01)

ERLPhase Power Technologies

Tel: +1 204-477-0591 

Toll Free: 1-833-502-2160 (US & Canada)

Email: info@erlphase.com
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