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Power System Monitoring Recorder TESLA Portable

Product Overview 

•	 Robust 19" 3U rack-mount enclosure

•	 Suitable for temporary installation or short-term monitoring applications

•	 Available in 2 models:

-- 36 analog/64 digital inputs/8 digital outputs

-- 18 analog/32 digital inputs/4 digital outputs

Rear View

Refer to TESLA 4000 Power System Recorder Data Sheet (non-portable version) for more detailed information.

The TESLA Portable 4000 is a multi-time frame power system monitoring recorder enclosed within a portable metal enclosure.
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Applications

Remote Analog and Input Modules

Equipment Case

•	 Four-input current module, three- or four-input voltage 
module or four-input dc isolation module and split-core 
CTs

•	 Modules mount up to 1200 meters (4000 feet) away from 
recorder chassis using twisted/shielded communication 
wiring

•	 “Pelican” storm case design
•	 Weight including recorder in case:  70 pounds (31.8 Kg.)
•	 Lightweight extremely durable HPX resin
•	 Military and law enforcement endorsed
•	 Secure and lockable case
•	 Shock absorbing padded dividers and internal lid for the 

equipment carried inside case

•	 Meets airline carry on regulations
•	 Easy to open “Press & Pull” latches
•	 Automatic pressure regulation with “vortex” valve for water 

resistant, dustproof and crushproof protection
•	 Pre-cut spaces for up to 18 split core CTs and up to 4 

modules (voltage, current or DC modules)

Pull handle and wheels Case showing TESLA top section Case showing modules section

Front view (module mounted on DIN rail)
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